
 PRODUCT   DESCRIPTION     ARTICLE NR.

ABS RailTrax® 
Rail guard system

group B

RT-S-3000

RT-HK-XX

RT-GLEIT

RT-B-ZW-V
RT-ST-ZW-V

RT-B-ZW
RT-ST-ZW

RT-B-END
RT-ST-END

ABS RailTrax® rail 3 meters
Stainless steel rail (1.4301 material), length = 3000mm, holes on both

sides to add additional rail elements or close the rail section.

Special lengths available upon request!

ABS-RailTrax® horizontal curve
Stainless steel corner rail manufactured from 1.4301 material, designed for over-

head use and fl at roof systems. Prices and availability upon request.

ABS RailTrax® rail glider
Glider designed for the stainless steel rail system, manufactured completely 

from 1.4571 material.

ABS RailTrax® intermediate anchor connector
Intermediate bracket for the stainless steel rail system, specially designed for 

rail joints, i.e. for connecting up 2 rail sections, manufactured completely from 

1.4301 material Incl. installation materials for:

B = doweling into concrete, ST = screwing into steel

ABS RailTrax® intermediate anchor 
Intermediate bracket for the stainless steel rail system, specially designed for 

intermediate rail suspension manufactured completely from 1.4301 material. 

Incl. installation materials for: B = doweling into concrete, ST = screwing into steel

ABS RailTrax® end stop  
End stop for the stainless steel rail system, serves as a terminal for inser-

ting  the glider, manufactured completely from 1.4301 material. Incl. installation 

materials for: B = doweling into concrete, ST = screwing into steel

Stainless steel 

ImpORTANT: prior to using the components please read the installation and user manual!
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 PRODUCT   DESCRIPTION     ARTICLE NR.

WINDOW gUARD SySTEmS

ABS-Lock® II 
Sockets

ABS-Lock® I

group A

L2-ST-30

L2-X-100
L2-X-150
L2-X-200

L2-Winkel

L2-UK-100
L2-UK-300

L2-UK-500

L2-VA-DECKEL

L2-ZUB-EB

L1-1000

L1-TELE-1
L1-TELE-3
L1-TELE-4

ABS-Lock® II
Stainless steel socket for detachable ABS-Lock® I socket pin, tested in 

accordance with EN 795, for use with steel, supplied with M22 counter nut, 

protective plug, PVC cap

ABS-Lock® II
Stainless steel socket for detachable ABS-Lock® I socket pin, tested in accordance 

with EN 795, for concrete (also cracked concrete), steel and wood, incl. white PVC 

cap and protective plug! Specifi cation = socket length, variable thread length

L2 bracket
Mounting bracket for ABS-Lock II. Incl. installation materials, cement not inclu-

ded, 70 x 60mm, M16 thread (for cementing)

Substructure for suspended ceilings
Length = 50mm + ceiling suspension (up to 100mm / 300mm), incl. plate +

installation materials, cement not included, M16

mounting rod for suspended ceilings 
L = 50mm + ceiling suspension (up to 900mm), incl. supporting tube Ø 42mm,

force absorber and plate, cement not included, M16

Stainless steel protective cap
Stainless steel protective cap for ABS-Lock II, Ø 40mm

cementing accessory kit 
This accessory kit contains additional materials to help fi x the paneling as well 

as an anchor nut for the concrete, incl. 2x anchor screws, PVC, Ø 42mm, 10mm 

thick

ABS-Lock® I
Stainless steel socket pins, for Lock II dowel sleeve, 120 x 50mm, 230 g

ABS-Lock® I telescopic rod
Telescopic device designed to hook up or unhook a socket pin from a socket 

installed in the ceiling, can be adjusted to intervals of 10cm, lengths: 1m, up to 

3m, up to 4m

Stainless steel 

Stainless steel 

When ordering, please state the type of installation surface/model accordingly:  ø = m22
 L2 -  X -  100 
 Product type, B = concrete  Length of the 
 in this example: ST = steel thread Mounting thread 
 ABS-Lock II    

ImpORTANT: prior to using the components please read the installation and user manual!

group A
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 PRODUCT   DESCRIPTION     ARTICLE NR.

L4-B-100

L4-ST-100

L5-B

L5-ST

L6-1000

LT

PS-1010

PS-1069

PS-1095

ABS-Lock® IV 
Anchorage point for concrete or masonry, tested in accordance with EN 795, 

standard 100mm thread (other lengths possible!), 100mm M12

ABS-Lock® IV 
Anchorage point designed for steel, tested in accordance with EN 795, standard 

100mm thread M12 (other lengths possible!)

ABS-Lock® V 
Anchorage point designed for concrete, tested in accordance with EN 795, incl. VA 

concrete anchor, 40 x 60mm, M10 concrete anchor, anchor B10x90

ABS-Lock® V 
Anchorage point designed for steel, tested in accordance with EN 795, incl. VA 

securing bolt, 40 x 60mm, M12 bolt

ABS-Lock® VI 
Anchorage point designed for sheet metal roofs, tested in accordance with EN 

795, 100 x 40mm

ABS-Lock® T 
Anchorage point for girder mounting, tested in accordance with EN 795, threaded 

bolt length = girder width XXX + 120mm, anchorage eyelet, bracket and thread 

manufactured from stainless steel, clamps made of forged, galvanized steel, fl ange 

widths 8-16mm, standard: up to a girder width of 320mm, fl ange width as required

Roll beam 
Beam troller for steel girders, fl ange widths 50 - 220mm, tested in accordance with 

EN 795, 11 kg

ABS door traverse 
Safety traverse, adjustable 55 - 110cm, tested in accordance with EN 795, 10 kg

girder glider m 
Girder glider for fl ange widths of 120 - 380mm, tested in accordance with EN 795, 2 kg

ABS-Lock® IV

ABS-Lock® V

ABS-Lock® VI

ABS-Lock® T

mobile ancho-
rage points

Stainless steel 

Stainless steel 

Stainless steel 

Stainless steel & galvanized steel

miscellaneous materials

group A

group A

group A

group B

group c

ImpORTANT: prior to using the components please read the installation and user manual!
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group c

ImpORTANT: prior to using the components please read the installation and user manual!

FS-FSG01

FS-FSG02

FS-FSG03

FS-FSG04

FS-FSG05

FS-FAS01

FS-FAS02

FS-FAS03

FS-FH-S-R
FS-FH-B-R
FS-FH-S-W
FS-FH-B-W

FSg01 
adjustable from 400-910 mm; 6,9 kg

FSg02 
adjustable from 770-1720 mm; 5,2 kg

FSg03 
adjustable from 490-730 mm; 2,9 kg

FSg04
adjustable from 700-1160 mm; 3,9 kg

FSg05 
adjustable from 1110-1570 mm; 4,9 kg

FAS01 
Telescopic rod, adjustable from 390-620 mm: 1,15 kg

FAS02 
Telescopic rod, adjustable from 615-1610 mm; 1,80 kg

FAS03 
Telescopic rod, adjustable from 1550-2400 mm; 2,50 kg

guide sleeve  k/r red

guide sleeve  k/r-B for extruded profi les, red

guide sleeve  k/w white

guide sleeve  k/r-B for extruded profi les, white

ABS window 
guard FSg

ABS window 
guard FAS

manufactured from electrogalvanized material

manufactured from electrogalvanized material group c
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 PRODUCT   DESCRIPTION     ARTICLE NR.

SG-1015

SG-1001

SG-1002

SG-1004-S

SG-1005

SG-1016

SG-1016A

SG-1016B

SG-1016-T

BM-8-G

BM-PFOST

BM-PFOST-T

BM-Schild

ABS STABILIk
All-in price per running meter ABS Stabilik system, incl. rails at chest and knee height, weights, clamp 

stoppers for the top rail. Manufactured from hot-galvanized steel, installation not included, per running 

meter, height = approx. 1.10m

ABS St-W90 
Corner element with a set 90° angle. Please note: The system requires two corner elements per corner

ABS St-Var 
Corner element, adjustable from 0-180°. Please note: The system requires two corner elements per corner

ABS end bar 
End bar for use where the end of the system is open. This closes both open  rail ends (knee and chest rails)

ABS St-Wand (wall) 
End piece for attachment to a wall, masonry etc., mounting dowels not included,  Please note: 2 elements, 

each with 2 bore holes, are required to close a system

ABS Skydome Skydome height: approx. 1.15m

Four-sided, self-supporting guard rail system, consisting of 4 side units,

8 connectors and 8 weights, 2.5 x 2.5m

ABS Skydome Skydome height: approx. 1.15m

Four-sided, self-supporting guard rail system, consisting of 4 side units,

8 connectors and 8 weights, 2.0 x 2.0m

ABS Skydome Skydome height: approx. 1.15m

Four-sided, self-supporting guard rail system, consisting of 4 side units,

8 connectors and 8 weights, 1,5 x 1,5 m

Additional cost of an ABS Skydome door
Additional cost of a door which opens to one side, allowing free access to the domed roofl ight, door with 

opening at one side

ABS Bordermark chain Ø 8
Chain manufactured from bright yellow & black, weather-resistant synthetic material, price per running meter

ABS Bordermark post
Supplied with a weight to be placed at the bottom of the post and a mat to protect the roof membrane, 

weight manufactured from a special UV-resistant synthetic material, height = 900mm

ABS Bordermark post
supplied with a weight to be placed at the bottom of the post and a mat to protect the roof membrane, this 

model allows the chain to be opened, incl. carabiner to hook up/release the chain, height = 900mm

ABS Bordermark warning sign
Stainless steel warning sign, 125 x 220mm

Additional costs for curves, fi nal items etc.

When ordering, please state your system design!

ABS HORIZONTAL gUARD RAIL STABILIk

ABS SkyDOmE gUARD RAIL FOR DOmED ROOFLIgHTS

ABS Bordermark

group B

group c

group c

ImpORTANT: prior to using the components please read the installation and user manual!
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RW-R

RW-R-4

PS-VB-1.0
PS-VB-1.5
PS-VB-2.0

PS-VB-SK-5
PS-VB-SK-10
PS-VB-SK-15
PS-VB-SK-20

PS-1013-15

PS-1013-23

PS-1013-30

ZU-1000

ZU-1001
ZU-1001A

ZU-1002

ZU-1003

ZU-1017

ZU-1025
ZU-1025A

Walkway tile 
Designed for securing, marking and using walkways. The tile has a fl eece coating and plug-in 

connectors. Suitable for PVC and bitumen roofs . Tile dimensions: 500x500x30mm, with 

plug-in connectors along the front and rear edges

Walkway tile 
As described above but with plug-in connectors on all four sides, providing a greater degree of 

stability when creating a double-lane pathway or turnoffs.

Lanyard
Lanyard with a kernmantle cable, extending up to 1m / 1.5m / 2m, equipped 

with a fall absorber, sharp-edge tested according to EN 355

ABS Sk 12-16/BFD
Guided type fall arrester with force absorber, certifi ed for

horizontal/vertical usage, cable lengths: 5m / 10m / 15m / 20 m

ABS ASk 8 - 15m
Temporary safety cabling system for use on fl at and pitched roofs. Consists of 

a high-quality kernmantle cable, 14mm in diameter, including a cable tensioner 

and 1 freely-moving carabiner hook, L = 15m

ABS ASk 8 - 23m
Pls. refer to article PS-1013-15. This model includes 2 freely-moving carabiners, L = 23m

ABS ASk 8 - 30m
Pls. refer to article PS-1013-15. This model includes 3 freely-moving carabiners, L = 30m

Special cement
Special cement for ABS-Lock® II and III, for approx. 10 bore holes,

IMPORTANT: Cartridge applicator gun required, 300 ml

cleaning brush
Cleaning brush for cleaning bore holes up to 20mm, respectively 25mm in diameter

Air pump
Air pump for cleaning bore holes, manual operation, 42cm long

cartridge applicator gun
Cartridge applicator gun for special cement, for use with 300 ml cartridges

Special cement
Special cement for ABS-Lock® II and III, for approx. 5 bore holes, for use with a

commercially available silicone gun, 150 ml

ABS injection anchor sleeve
Metal injection anchor sleeve designed for use with ABS-Lock III (M16)

and ABS-Lock® II (M22)

ABS personal protective fall equipment

Installation
materials

group c

group B

ImpORTANT: prior to using the components please read the installation and user manual!

ABS ASk 8 temporary safety cable

ABS Roofway rubber granulate material
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group c

ImpORTANT: prior to using the components please read the installation and user manual!

PS-FP-Set-XXX

PS-GB-Set-XXX

PS-DD-Set-5-XXX
PS-DD-Set-10-XXX
PS-DD-Set-15-XXX
PS-DD-Set-20-XXX

PS-1015

PS-1015K

PS-1083

PS-1083-WEST-S/M
PS-1083-WEST-L/XL
PS-1083-WEST-XXL

 PS-HWB-2
        to
PS-HWB-3,5

PS-HWS-4,5
         to
   HWS-24

PS-HWPB-3
         to
  HWPB-15

PS-HWPS-3
         to
   HWPS-24

PS-HRA-9,5
         to
PS-HRA-60

ABS window cleaner‘s set
Including a safety harness with dorsal eyelet and 2 m lanyard.

Ideal for window-cleaning work

ABS scaffolder‘s set
Including a safety harness with dorsal eyelet and elasticated 2-meter lanyard.

Ideal for implementation on scaffolding. Also certifi ed to serve as an arresting 

system (EN 363)

ABS roofer‘s set
Including a safety harness with dorsal eyelet and lanyard with rope shortener, 

lengths: 5, 10, 15, 20 meters. Ideal for implementation on roofs. Incl. a runner

ABS care+ large
Metal storage locker, 650 x 400 x 350mm, incl. 2 keys

ABS care+ small
Metal storage locker, 500 x 350 x 220mm, incl. 2 keys

ABS safety harness
Universal harness for working at heights and maintenance work, certifi ed in 

accordance with EN 361, quick release fasteners, chest and dorsal eyelets

ABS safety jacket 
Universal harness fi rmly sewn into a safety jacket, click fasteners on the leg 

straps. Chest and dorsal eyelets. Color: Neon yellow, extension strap for the 

dorsal eyelet

 

HWB 2 to HWB 3,5 
Vertical lifeline with aluminum casing and strap ranging from 2m to 3.5m,

licensed for horizontal usage

HWS 4,5 to HWS 24 
Vertical lifeline with aluminum casing, steel cable ranging from 4.5m to 25m,

licensed for horizontal usage

HWpB 3,5 to HWpB 15
Vertical lifeline with plastic casing and strap ranging from 3.5m to 15m,

licensed for horizontal usage

HWpS 3 to HWpS 24
Vertical lifeline with plastic casing, steel cable ranging from 3m to 24m,

licensed for horizontal usage

HRA 9,5 to HRA 60
Self-retracting vertical lifeline, cable length ranging from 9.5m to 60m

ABS personal protective fall equipment

All sets include a storage solution:

XXX = the price includes a protective bag/shoulder bag

or steel plate transport case Additional charge 5.10 €
Cases - sacks - bags
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group B

ImpORTANT: prior to using the components please read the installation and user manual!

ZU-1009

ZU-1009-F

ZU-1009A-9

ZU-1006

ZU-BITU-16
ZU-BITU-42

ZU-PVC-16
ZU-PVC-42

ZU-PP-16
ZU-PP-42

ZU-PE-16
ZU-PE-42

ZU-V-16-300

ZU-V-16-600

ZU-V-16-1200

ZU-V-42-300

ZU-V-42-600

ZU-V-42-1200

ABS THERm 
Thermal protective cap specially designed for ABS-Lock® III and X; Ø 7cm; h = adjustable

ABS THERm 
Thermal protective cap specially designed for ABS-Lock® III and X with fl at top,

Ø 7 cm; h = adjustable

ABS THERm 
Thermal protective cap specially designed for ABS-Lock X-SR; Ø 10cm; h = adjustable

ABS EpDm 
EPDM sealant collar for cold adhesion, Ø 42cm, h = 17cm

ABS BITU 
Sealant collar for bitumen roofs, with reduced PVC content,

incl. accessories, Ø 48cm; h = 14cm

ABS pVc 
Sealant collar for PVC

(Bauder, FDT, Wolfi n, Alwitra, Flag, Alkorplan F)

ABS pp
Sealant collar for PP

(Sikaplan, Bauder, FDT, Vedag, Wolfi n, Flag, Sucofl ex)

ABS pE
Sealant collar for PP

(Polyfi n, Nebiprofa, Schedetal)

ABS collar extension 16/300 
Sealant shrink tubing for the BITU II collar, designed for implementation, for example, on 

inverted roofs, for Ø 16 mm anchors (e.g. ABS-Lock III), Ø 33mm; h = 300mm

ABS collar extension 16/600
Pls. refer to article ZU-V-16-300. This model consists of a 600mm shrink tube

ABS collar extension 16/1200
Pls. refer to article ZU-V-16-300. This model consists of a 1200mm shrink tube

ABS collar extension 42/300 
Sealant shrink tubing for the BITU II collar, designed for implementation, for example, on 

inverted roofs, for Ø 42 mm anchors (e.g. ABS-Lock X-SR), Ø 52mm; h = 300mm

ABS collar extension 42/600
Pls. refer to article ZU-V-42-300. This model consists of a 600mm shrink tube

ABS collar extension 42/1200
Pls. refer to article ZU-V-42-300. This model consists of a 1200mm shrink tube

THERmAL pROTEcTIVE cApS

SEALANT cOLLARS group B
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ABS Safety GmbH

Gewerbering 3
47623 Kevelaer

Deutschland

Tel: +49 (0)2832-97281-0
Fax: +49 (0)2832-97281-280

eMail: info@fall-arrest.eu
web: www.fall-arrest.eu
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