
 ABS-Lock Wave
 Anchorage point for corrugated roof panels - simply screwed onto a
wooden beam

 
Our ABS-Lock Wave is a stainless steel anchorage point with an aluminium
base plate in a special wave design. It hugs a corrugated roof panel with a
wave distance of 177 mm just perfectly (e.g. Eternit systems). All you need to
do to install this anchorage device is to screw it onto the beam.

Our ABS-Lock Wave anchorage device is made of aluminium and is
equipped with a stainless steel ring eyelet that serves up to 3 individuals as
an anchorage point. This system has not only been tested for withstanding
the load of someone falling over the edge of the roof but also of someone
breaking through the roof right next to the anchorage point. Our ABS-Lock
Wave offers you the protection so urgently needed on fiber cement roofs -
roofs known for their fragility.

Our ABS-Lock Wave can either be used as a single anchorage point or as an
intermediate bracket in a lifeline system. For further assistance, please
contact our experienced Sales and Engineering Team.

● EN 795:2012, A CEN/TS 16415:2013

● Special wave design, e.g. for Eternit and similar roof systems

● Developed for load-bearing wooden structures

● Simply screw it onto one single wooden beam

● Min. beam dimensions: 100 x 120 mm

Gewerbering 3 · D-47623 Kevelaer

ABS Safety GmbH

fon: 49 2832 – 97281-0

fax: 49 2832 – 97281-29

info@absturzsicherung.de

www.absturzsicherung.de



 

Gewerbering 3 · D-47623 Kevelaer

ABS Safety GmbH

fon: 49 2832 – 97281-0

fax: 49 2832 – 97281-29

info@absturzsicherung.de

www.absturzsicherung.de

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

